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TECHNICAL INFORMATION

Specifications:

Wireless Motion Sensor Alarm
with  Remote Control 

Wireless Motion Sensor Alarm

1 x Transmitter
1 x 12V 27A battery 
1 x Receiver 
1 x Mounting screws and high tack tape

PACKAGING DIMENSIONS
  

Weight 
(kg)(mm)(mm)(mm)

Width Height 

250 0,2521545

Depth 

D

Product Code: 
Barcode: 

BDGPR
6002844051464

The Wireless Motion Sensor Alarm uses cutting-edge 
technologies such as spectral analysis and light quantum 
induction for more accurate and e�cient monitoring, 
preventing false alarms. This product features 
anti-jamming, full range temperature compensation and 
e�cient standby power consumption of <100uA. 

Alarm

Infrared motion sensor

Remote control to arm or disarm

ICASA Approved

Completely wireless and easy to Install

No wiring needed

Installation Diagram

Battery installation of remote control unit

1 x 12V
27A battery
(included)

4 x 1.5V
AA batteries (not included)

Battery installation of receiver unit

APPROVED
TA-2014-1029

DIY

Installation and usage
Avoid positioning the infrared sensor in direct sunlight or in a place where it 
faces a window, a heater or airconditioning unit as this may trigger the alarm. 
Install the infrared sensor on a wall facing the area you need to monitor at a 
height of between 1m and 1.5m. Pressing the arming button     on the remote 
control arms the unit with one BEEP sound and the green LED will flash once, 
there is a 25 second delay before the alarm is activated. If someone triggers 
the alarm in this active state the alarm will make 5 BEEP sounds and the LED 
will flash 5 times before the 60 second alarm sound is heard with the LED 
flashing red. After the alarm sound stops if someone triggers the alarm 
again, it will immediately be heard for another 60 seconds. Pressing the 
disarming button      on the remote control disarms the unit with two BEEP 
sounds and the green LED will flash three times indicating that the unit has 
been disarmed. The batteries will need to replaced when the green LED 
flashes every second.

Working voltage:                           Alarm/Infrared Sensor uses 4 x 1.5V                 

Infrared Sensor distance             >5m

Infrared Sensor angle                  120˚

Standby current                            <100uA

Arming & disarming delay time   Approximately 25 seconds.

Alarm ring time                             Approximately 60 seconds.

Volume of the alarm is                 >100dB.

Alarm/Infrared Sensor uses       <300mA working current.

Low voltage                                   3.5V

Batteries (Remote control):     1 x 12V 27A battery (included)

Batteries (Motion sensor):     4 x 1.5V AA batteries (not included)  

Arming and disarming with the remote control can be done from a 
distance up to 30m.

AA batteries (not included).


