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Wireless Security Alarm
with Motion Sensors and Remote Control 

Alarm with 16 di�erent programmable sounds

100m Working distance

Easy zone identification

Infrared motion sensor

Remote control to arm or disarm

ICASA Approved

Completely wireless and easy to Install

1 x Transmitter
1 x 3V Li coin battery (CR2032)
1 x Receivers 
1 x Mounting screws and high tack tape

Number of Tunes:  16

Signal Range:   100m (free to air)

Non-Repeated Codes:  19683

Batteries (Receiver):  1 x 3V coin battery CR2032 (included)

Batteries (Transmitter): 3 x 1.5V AA (LR6) batteries (not included)

Batteries (Motion sensors): 2 x 9V G6F22M batteries (not included)  

Wireless Security Alarm

PACKAGING DIMENSIONS
  

Batteries (Transmitter): 3 x 1.5V AA (LR6) batteries (not included)

Weight 
(kg)(mm)(mm)(mm)

Width Height 

70 325199 0.5

Depth 

D

Product Code: 
Barcode: 

BDGPR2
6002844040345

The Ellies Wireless Security Alarm is ideal for garages, 
balconies and store rooms.  It has two infrared motion 
sensors that detects movement from 8m.
It also has a remote control to easily arm and disarm the 
alarm. 

Wireless Security Alarm with Two

Motion Sensors and Remote Control 
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To remove battery cover,
insert flat screwdriver into
the join at the base and twist.
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Installation and usage

 
There are 3 volume levels, the maximum level is higher 
than 100dB.

Scroll through the 16 di�erent  tunes by pressing the 
melody selection until the desired tune is found.

The keys are used to learn or clear codes They can also be 
used to to turn OFF or ON the sound of a corresponding 
channel. If one BEEP is heard and the corresponding 
indicator light flashes once, it indicates that the alarm or 
tune of the channel is turned ON. If two BEEPS are heard 
and the corresponding indicator light flashes twice, it 
indicates that the alarm or tune of the channel is turned 
OFF. Turning OFF the alarm  or tune will not a�ect the use 
of the status lights.

To enter code clearing / programming mode, keep pressing 
the function key for about 3 seconds, the speaker will emit 
one BEEP and status indicator light 1 will light up, which 
means the main unit has entered code programming mode. 
Then trigger the corresponding remote control or infrared 
sensor. When an infrared sensor is programmed the main 
unit will emit two BEEPS, if the main unit emits a tune the 
remote control has been programmed. The delay time is 
about 10 seconds entering or exiting the code clearing / 
programming mode.
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